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drink their fill. In the case of hogs, 
water should be available for not less 
than 1 hour. 

(c) Livestock unloaded for feed and 
water and returned to the car for rest 
should be allowed to remain in the pens 
not less than 2 hours. 

(d) Livestock unloaded for water and 
returned to the car for feed and rest 
should be allowed to remain in the pens 
not less than 1 hour. 

(e) When livestock are fed in the car, 
the feed should be evenly distributed 
throughout the car.

§ 89.4 Watering. 
Livestock should be furnished an 

ample supply of potable water. Water 
treated with chemicals for industrial 
or boiler use, or taken from streams or 
ponds containing sewage, mud, or other 
objectionable matter should not be 
used. Troughs and other receptacles 

should be clean. In cold weather, the 
water should be free from ice.

§ 89.5 Feeding pens. 

(a) Stock pens and other enclosures 
for feeding, watering, and resting live-
stock in transit should have (1) suffi-
cient space for all of the livestock to 
lie down at the same time, (2) properly 
designed facilities for feeding and wa-
tering the livestock, (3) reasonably 
well-drained, clean, and safe floors of 
concrete, cinders, gravel, hard-packed 
earth, or other suitable material, and 
(4) suitable protection from weather 
reasonably to be expected in the region 
in which the pens are located. 

(b) Care should be taken to protect 
livestock unloaded en route at a point 
having marked difference in tempera-
ture from that at the point from which 
they were shipped.
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